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The Oasis Diamond flooring collection is an upgrade of our WPC collection. It’s comprised of vinyl wear layer, luxury 
vinyl wear layer, stone fusion layer, and foam underlayment. The product is attractive in appearance as well as 
functional. It’s waterproof, durable, scratch resistant, environment friendly, impact cushioning, and sound absorbing. 
  

  
DEL MAR OAK / SPC-Q 

 

  
Silver Creek OAK / SPC-N               Titan OAK / SPC-K 
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Width 7″ 

Lengths 48″ 

Thickness 4.3 MM + 1 MM Pad 

Ware Layer Thickness 20 mil 

Finish UV with Ceramic bead 

Finish Sheen Matt 

Edge Details Square Edge 

Sq. Ft. Per Box 23.37 

Type Of Floor Stone Particle Composition 

Installation Type Click-Float 

Installation Grade On, Above, or Below Grade 

Type Of Finish Real Wood Textures 

Embossed In Register No 

High Color Variation Yes 

FloorScore Certified Yes 

Permissible Over Radiant Heat Yes 

Residential Warranty 25 Year 

Commercial Warranty 10 Year 

Attachment type IXPE 

Unique Features Moisture resistance, durable and easy to clean 

Trims 

    

Overlap Reducer Stair Nose T Molding Quarter Round 

RDSPC- SNSPC- TMSPC- QRSPC- 

94" L 94" L 94" L 94" L 

 

Treads 

  

 

 

       

        

For questions and concerns: 
877-222-1068 

Stair Tread 

STSPC- 

48" L 

11.7” W 


